




ARCTIC TRUMATTE  
AND TITANIUM TRUGLOSS
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ARCTIC TRUMATTE
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Residential; Closets & Storage



MIRROR

Incomparable in Closet Applications
StyleLite panels are perfect for closet doors, shelves and 
dividing and end panels.

Combining incredible bending properties and long panel 
lengths (10'), StyleLite can be designed and fabricated to 

create the most beautiful, sophisticated and striking 
cabinetry and closet elements including thick 

seamless panels and shelves.

Our latest addition is our optically flat,  
pristinely reflective Mirror Panel which many 
closet manufacturers are incorporating into  
their projects.

StyleLite panels are perfect 
for closet doors, shelves and 

dividing and end panels.
Designed to replace glass mirror, StyleLite Mirror offers 

a superior alternative due to its lightweight and ease of 
workability with most standard tools.
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Residential; Closets & Storage



ASH TRUMATTE

Exceptional Durability & Finish  
in Commercial & Retail 

In commercial, social and cultural environments such as offices, 
hotels, multi-family unit projects, museums, sporting facilities 
and showrooms, StyleLite leads the way providing designers 
and building owners with not only elegant but practical 
cabinetry, furniture, fixture options and wall linings. 

Ideal for use in the retail sector, and used by many well 
known retail brands, StyleLite is a perfect alternative 
for painted surfaces, TFL and other inferior solid core 
and high pressure laminates.

StyleLite provides designers and fabricators with a 
vastly superior finish as well as excellent resistance to 
chipping, cracking, peeling and flaking.

The vastly superior workability of StyleLite in the shop 
results in far less rework and considerably greater flexibility in 
designing special aesthetic features.

StyleLite leads the way providing designers 
and building owners with not only elegant but 
practical cabinetry, furniture and fixture options.
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Commercial, Retail & Other Related; Cabinetry, Fixtures, Furniture & Wall Panels



ARCTIC TRUGLOSS AND  
WIRED MERCURY VELVET
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Commercial, Retail & Other Related; Cabinetry, Fixtures, Furniture & Wall Panels



SIENNA TEAK TRUGLOSS
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RV & Other Mobile Living



Travel Further with StyleLite
StyleLite plywood core panels are extensively used in the 
mobile transportation sector due to their extreme lightweight 
combined with contemporary appeal. Manufactured on 

lightweight Falcata plywood core laminated with PUR 
(polyurethane reactant) adhesive, StyleLite is perfect 

where robustness against heat and humidity are 
mandatory as well as superior aesthetics, weight 

reduction and functionality are essential.

StyleLite plywood core panels 
are extensively used in the 
mobile transportation sector 

due to their extreme light weight. 

ARCTIC TRUGLOSS AND 
SIENNA TEAK VELVET
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RV & Other Mobile Living



DECOR

PROUDLY DISTRIBUTED BY:

StyleLite is designed and manufactured as a decorative finish for indoor use only. StyleLite cannot be used as structural building elements. Images and colors should be used as a guide only.  
The StyleLite Warranty covers faulty materials for a period of 10 years residential from the date of sale by EGR subject to the terms, conditions and exclusions contained within the entire 3 years 
commercial warranty document. © 2020 / Patent Pending. Oakmoore Pty. Ltd. Trading as EGR. ABN: 13 056 159 570 

StyleLite® Panel Properties & Performance

Properties TruGloss TruMatte
Gloss Level > 90% 6%

Mass (Nom. 3/4" MDF) 2.8 lbs/sf or 91 lbs/4'x8' panel or 113 lbs/4x10' panel

Mass (Nom. 1/4" MDF) 1.1 lbs/sf or 36 lbs/4'x8' panel

Mass (Nom. 11/16" MPP Carcass) 2.2 lbs/sf or 72 lbs/4'x8' panel

Mass (Nom. 21/32" Plywood) 1.6 lbs/sf or 50 lbs/4'x8' panel

Surface Hardness (Post Cure) 4H 6–7H

Heat Distortion Temperature 185˚F

Service Temperature 158˚F

Stain Resistance No Effect

Steam Resistance No change after 30 minutes

Dry Heat Resistance No loss of gloss or color change

Strength of PUR Lamination Bond 100% Fiber Split

Panel Backer 2S - Equivalent StyleLite Laminate; 1S - Thick ABS Laminate

StyleLite Laminate Thickness 1.0mm – 1.2mm 0.8mm

Caring for Our Environment
StyleLite offers significant environmental advantages 
compared with other contemporary panel and laminate 
products.

Unlike other potentially environmentally harmful processes 
such as spray painting, no Volatile Organic Compounds 
(VOCs) are produced or released in the manufacturing or use 
of StyleLite.

None of the color pigments used in StyleLite contain heavy 
metals, such as lead or cadmium. StyleLite laminate is also 
recyclable – making it the best high gloss and matte choice for 
modern eco-friendly interiors.

The MDF and Plywood cores used in the manufacture of 
StyleLite laminated panels are also eco-friendly and safe 
complying with one or more of CARB P2, TSCA Title VI, E0  
and ULEF standards for formaldehyde emissions.
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EGR Building Products

 � 2041 S Lynx Place 
Safari Business Center 
Ontario, CA 91761  

 � 3735 Shares Place, Suite A 
Riviera Beach, FL 33404  

  www.stylelite.net

  info@stylelite.net

 � +1 (909) 744 4977 West Coast • Midwest • Southern USA 
+1 (909) 732 0313 East Coast USA • Canada • Caribbean

TIERRA ELM VELVET


